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1.  ALL FITTINGS SHALL BE SDR 26.

2.  DEPTH OF SERVICE LATERAL SHALL BE

MEASURED FROM FINISHED GRADE TO THE TOP OF

MAIN SEWER LINE.

3.  ALL LATERAL BEDDING SHALL BE AGAINST

UNDISTURBED TRENCH.

4.  MINIMUM FALL IS  2% PER FOOT, TYPICAL OF

ALL LATERALS.

5.  PIPE REQUIREMENTS PER DEPTH ARE AS

FOLLOWS:          3'-12'       SDR-35

                  12'-25'       SDR-26

                  OVER 25'       SDR-23.5

NOTES:

PLAN VIEW

SECTION

SEPARATION BETWEEN

WYE FITTINGS TO BE 1'-0"

MIN. IN BELL TO BELL

SITUATIONS AND CAN BE

ADJACENT IN BELL TO

SPIGOT SITUATIONS
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TRACER WIRE

6" SDR 35 PVC

PIPE

ONE PIECE

TEE-WYE

REQUIRED

TRACER WIRE

1'-0"

(TYP. ALL LATERALS)

MAIN SEWER LINE

MORE THAN 20' DEEP LESS THAN 20' DEEP

22.5° OR 45°

22.5° OR 45°

TRACER WIRE (TYP. ALL LATERALS)

ANGLE MUST BE

BETWEEN 15° AND 45°
ANGLE MUST BE

BETWEEN 15° AND 45°
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B
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A.  BEDDING TO BE PLACED ON UNDISTURBED

EARTH.  COMPACTION OF #8 STONE IS CRITICAL

UNDER ALL JOINTS AND FITTINGS.  IF PROPER

COMPACTION CANNOT BE ACHEIVED, THEN PLACE A

MINIMUM OF 6" OF 4000 PSI, 28 DAY COMPRESSIVE

STRENGTH CONCRETE AROUND THE PIPE TO BEAR

ON STABLE GROUND (PER ENGINEER).

B.  MINIMUM 4" CONCRETE CAP REQUIRED, NOT TO

EXCEED BEYOND FIRST PIPE JOINT OF WYE.  IF WYE

IS 20' DEEP, THEN CONCRETE CAP IS REQUIRED AT

ENGINEERS DISCRETION.  MIN. 4000 PSI, 28 DAY

COMPRESSIVE STRENGTH CONCRETE REQUIRED.  NOT

REQUIRED FOR DUCTILE IRON TEE.

C.  MIN. OF 8" OF #8 STONE OVER THE CONCRETE

CAPPED WYE SHALL BE PLACED PRIOR TO

BACKFILLING.

12"

5'-0" MIN. - 8'-0" MAX. (TYP. ALL LATERALS -

MAY NEED TO BE DEEPER FOR LONG BUILDINGS

OR FINISHED GRADES SLOPING AWAY FROM SEWER.

MANUFACTURED, WATERTIGHT CAP FOR

FUTURE CONNECTION (TYP. ALL LATERALS)

6" MIN.

KEYNOTES:

FINISHED GRADE

SERVICE LATERAL

DETAIL

CS 24 Page 26


	Sheets and Views
	Model


